
ASSEMBL
INSTRUCTIONS

DEAR CUSTOMER,
We are pleased that you have decided to purchase our product. Please be 
sure to read these instructions before using your kitchen for the first time 
and also be sure to read the instruction manuals and the information that 
comes with the furniture, accessories and electrical appliances. The 
materials used are mostly wood materials coated with plastics, foils, varnish. 
Furniture is manufactured according to industrial methods and standards. 
The manufacturer is not liable for any damage caused by improper use of 
the kitchen furniture. In addition, the manufacturer does not assume any 
warranty for the consequences of improper assembly, maintenance and 
operation of the kitchen. 

We wish you much pleasure with your new kitchen. 



General notes

No altering manipulations may be made to the accessories or electrical 
devices. This applies in particular to mounting holes. Before installation, check 
whether all connections are present and have been made properly. Before 
drilling, please make sure whether and where concealed cables are located in 
the drilling area. The enclosed wall fastening material (dowels, screws) is only 
suitable for solid brick, solid sand-lime brick, concrete and clinker brick.  

When fixing wall cabinets to other wall materials, please use special dowels
and screws (available in specialized stores).  

The pull-out strength of the suspension for wall cabinets or similarly loaded 
items must be at least 1200 N (Newton) (corresponds to approx. 120 kg). Side 
cabinets must be attached to the wall to increase stability. Please refer to the 
corresponding section in these assembly instructions. Before drilling work, 
please check that no lines for gas, water, electricity, heating or drains have 
been laid at the location. Failure to follow the instructions and safety precautions 
listed in this manual may result in serious personal injury and property damage. Please 
also observe the manufacturer's enclosed care and maintenance instructions. 
Any protective films should only be removed in the last work step. The 
assembly of your new fitted kitchen should only be carried out by 
appropriately trained specialists. Before starting the assembly, the assembly 
instructions must be read thoroughly.  

All assembly or care instructions included with the kitchen shall be given to 
the end user after assembly.  

Electrical and plumbing 
installations may only 
be carried out by 
qualified personnel!

Mounting the plinth feet

Carefully place the cabinet on its 
back without removing the 
packaging.

Take the pedestal feet from the 
service package.

Insert the plinth foot into the 
plinth glider attached to the 
base. Available plinth heights 
7/10/13/15/20cm.

The adjustment possibility is
+/- 15 mm.

To accurately align the furniture 
parts, twist the plinth feet.

Before you start the assembly, 
place a 
Spirit level on the floor. Start 
leveling at the lowest point of 
the room.

Align all cabinets to the 
millimeter in both directions 
using the spirit level.

Remove all drawers and pull-
outs from the cabinets before 
assembly.

Fix the cabinets with the 
help of screw clamps.

Assembly of the cabinets
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Assembly of the cabinets 

To prevent the cabinets from 
tipping over, please install the 
supplied anti-tipper.

�e��re the furniture parts are 
connected with a Spax screw 
(ca.30 mm), should be  
first pre-drill the base cabinets. 

When connecting the cabinets 
with 3 Spax screws, make sure 
that the cabinet front edges are 
flush.

Draw possible connections on 
the back panel
from the sink cabinet and then 
remove the marked spots.

Fix the articles with the help of 
screw clamps.

�e��re the furniture parts are 
connected with a Spax screw, 
the base cabinets must first be 
pre-drilled . 

When connecting the ��llers
with 3 Spax screws, make 
sure that the front edges of 
the carcase are flush. 

Assembly of the fillers

Mounting the 

Place the plinth panel in front of 
the plinth feet and mark the 
length. 

Use a crosscut saw to cut the 
������ to the required length. 
Please make a height cut at the 
top of the plinth. 

Make the cutouts for the 
ventilation grille and 
dishwasher before attaching 
the plinth panel.

Adjust the side 
������ accordingly. 

Slide the supplied holders into 
the leveling feet.

Align the fasteners on the side 
plinth.

Screw on the element with Spax 
screws. 

Then adjust the height of the 
supplied base corner.
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Mounting the soldering orifice

Then carefully push the 
under the furniture parts until 
in front of the .

Use a screwdriver to slide the 
clip onto the side plinth The 
fastening clip, which is fixed 
under tension, holds the plinth 
under the furniture parts and 
presses the sealing profile onto 
the floor. 

To remove the ,
simply pull the fastening 
clip upwards. 

Assembly of the wall units

Before you start installing the 
wall cabinets, cover the 
countertop well.

Remove from the 
Service package the fitting bag 
(No.120) for 
the wall cabinet assembly.

If recessed spotlights are 
provided in the bottom of the 
wall units, install them first.

Use a pencil and a spirit level to 
draw a horizontal line on the 
wall at the height of the screw-
on point.

Place the suspension rail 
between the outer sides of the 
wall unit. The supplied rail is 
approx.
4 cm narrower than the upper 
cabinet.

Be sure to watch out for power 
cables or water pipes when 
drilling into the wall.

Use fasteners according to the 
substrate.

Assembly of the wall units

Make sure that the upper cabinets are aligned with the lower 
cabinets in the vertical direction. Use a spirit level for this purpose. 

The screw-on point of the rail is calculated as follows: 

Niche height Q1 with carcase height 195 cm: 
54.7 cm + wall unit height (e.g. 6 cm) = 119.7 cm 
119.7 cm - 4.5 cm = 115.2 cm above top edge of worktop 

Niche height Q2 with carcase height 195 cm: 
48.2 cm + wall unit height (e.g. 65 cm) = 113.2 cm
113.2 cm - 4.5 cm = 108.7 cm above top edge of worktop 

Before hanging the wall unit,
loosen the transport lock above 
the shelves and carefully 
remove the shelves from the 
cabinet. 

After you have installed all the 
slides, hang the wall unit. 

To align the upper cabinets, 
place a water scale on the 
furniture parts. 
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Assembly of the wall units

After you have aligned all the 
wall cabinets, connect the 
furniture parts with a clamp, 
and pre-drill for the carcass 
connecting screw. 

Please make sure that the 
cabinet sides are absolutely 
flush at the front. 

Mounting the doors Finally, mount the handle with 
a hand screwdriver. 

Notice: 
Please do not use a cordless 
screwdriver. 

Setting options 

Mounting the hinges

Mountin
g

Disassembl
y

Height 
adjustment

Lateral 
adjustment

Depth 
adjustment
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Adjustment of drawers and pullouts

Lateral 
adjustment

Height 
adjustment

Disassembl
y

Adjustment

Height 
adjustment

Lateral 
adjustment

Hanging and unhanging the 
drawer

Hanging 1 Hanging 2 Unhook
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Mounting the side cabinets

ATTENTION
!

All side cabinets must be 
connected to the wall behind 
them to increase stability.

The mounting bracket required
for this and the screws and 
dowels can be found in the 
accessories box.

Attention:
The enclosed wall mounting
material is only suitable for solid
walls. For other wall types,
please use special dowels and 
screws.
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Mounting the heavy-duty suspensions

ATTENTION
!Accessories supplied for each wardrobe: 

2 support plates for wall mounting (support plates with integrated unhooking protection) 2 bags with 4 screws + 

4 dowels each (assembly with 4 screws + 4 dowels per support plate) 1 assembly instruction

General information 

The cabinet hanger is permanently mounted in the cabinet ex works and is permissible up to a cabinet height of 845 mm. 

The total weight per cabinet must not exceed 200 kg. 

Please check the condition of the wall the condition of the wall and make sure that there are no power cables or water pipes in the 

installation area.

The heavy-duty suspensions incl. support plate offered by us are, in conjunction with the dowels+screws supplied, only for use in solid brick. 

only for use in solid bricks, solid sand-lime bricks, concrete and clinker bricks. 

For other building materials of the suitable fastening material must be procured on site by the customer. The installation of wall-mounted 

furniture should only be carried out by appropriately trained specialists. 

Failure to observe the safety precautions may result in serious personal injury and damage to property!

Use Front view cabinet hanger Front view of carrier plate

Drilling distances

from the upper edge of the carcase: 
40 & 112 mm 

From lateral outer edge of carcase: 
30 & 126 mm



Notes

Delivery possibilities, changes, errors and color deviations withheld. 




